
Features
6.4 inch Active Matrix TFT LCD
5 Wire Resistive Touch Screen
AMD LX 800 Processor
Up to 1 GB DDR-333 SO-DIMM
Compact Flash Type II Socket
2.5! IDE Hard Drive Option
Dual Drives For Data Logging
One PCI 104 Slot
ACP Enabled Version Available

Visual Characteristics

262K
4 : 3
120 / 140
25 ms
0.207 x 0.207
600 : 1
400 nits

° °

Colors
Aspect ratio
Viewing angle H
Response time(Typical)
Pixel Pitch(mm)
Contrast ratio
Brightiness

(V/ )

LCD Panel
Display size ( Diagonal )
Resolution
Backlight Lifetime

6.4 inch
640 x 480
50,000 hours

Touch Screen
5 Wire Resistive
35 Million Touches
490,000 hours
RS-232
WinCE

Technology
Touch rating
MTBF
Interface
Driver

USB Port
Serial Port
IEEE 1394
LAN
Parallel

I/O Communication

2 x RS-232, 1x RS-232/422/485
3 x USB 2.0

N/A
2 x 10 / 100 mbps
N/A

OS Support
OS Support WinCE

Power/Thermal Specs.
Power Requirement ( Max )
Power Consumption ( Max )
Heat Dissipation

Physical Information
Mounting
Net Weight
Physical Dimension(LxWxH)
Cutout Dimension(LxW)

System
CPU
Chipset
Memory
Display
VRAM
Storage Option
Compact Flash
Keyboard/Mouse
Audio
Watchdog Timer
Expansion Slot

AMD Lx800 500MHz
CS5536
U

Programmable 1~255 sec
PCI-104

p to 1GB DDR-333
CS5536 IntegratedVGA
Share up to 16MB
1 x 2.5" IDE HDD
Optional CF
2 x PS / 2 Connectors
Line in, Line Out, MIC-In

1 x

Environmental
Operating Temp
Storage Temp
Relative Humidity
Rating
Certification

0
-20°~ 60°C ( -4°~ 140°F )
0%~ 95% (non-condensing)
NEMA4/4X Bezel

°~ 50°C ( 32°~ 122°F )

UL508 NRAQ Programmable Controller

27W
92 BTU/hr

24VDC/1.5A, 100~240VAC/47~63Hz

Front Bezel
NEMA 4
NEMA 4X

Black Powder Coated
Stainless Steel

Panel Mount
4.4 lbs /
8.5 x 6.2 x 3.33 inch / 215.90 x 157.48 x 84.58 mm
7.61 x 5.29 inch / 193.29 x 134.37 mm

2.0 kg

Fanless Industrial Panel Display Computers
ARP-3606AP Series

Fanless3x RS-232 3 x USB 2.0

ARP 3600 Series

1
2
3
4
5
6
7

=RS-232/422/485
=CF Type II Slot
=USB 2.0
=Ethernet Ports
=PS/2KB/MS
=VGA Port
=PCI-104

8.5 inch.
215.9 mm

6.2 inch
157.48 mm

7.61 inch
193.29 mm

5.29 inch
134.37 mm

3.33 inch
84.58 mm

BoxPC-140A SpecificationsARP-3606AP Specifications ARP-3606AP Line Drawing
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Features
8.4 inch Active Matrix TFT LCD
5 Wire Resistive Touch Screen
AMD LX 800 Processor
Up to 1 GB DDR-333 SO-DIMM
Compact Flash Type II Socket
2.5! IDE Hard Drive Option
Dual Drives For Data Logging
One PCI 104 Slot
ACP Enabled Version Available

Visual Characteristics

262K
4 : 3
100 / 120
35 ms
0.213 x 0.213
600 : 1
450 nits

° °

Colors
Aspect ratio
Viewing angle
Response time
Pixel Pitch
Contrast ratio
Brightiness

(V/H)
(Typical)

(mm)

LCD Panel
Display size ( Diagonal )
Resolution
Backlight Lifetime

8.4 inch
800 x 600
50,000 hours

Touch Screen
5 Wire Resistive
35 Million Touches
490,000 hours
RS-232
WinCE

Technology
Touch rating
MTBF
Interface
Driver

USB Port
Serial Port
IEEE 1394
LAN
Parallel

I/O Communication

2 x RS-232, 1x RS-232/422/485
3 x USB 2.0

N/A
2 x 10 / 100 mbps
N/A

OS Support
OS Support WinCE

Power/Thermal Specs.
Power Requirement ( Max )
Power Consumption ( Max )
Heat Dissipation

Physical Information
Mounting
Net Weight
Physical Dimension(LxWxH)
Cutout Dimension(LxW)

System
CPU
Chipset
Memory
Display
VRAM
Storage Option
Compact Flash
Keyboard/Mouse
Audio
Watchdog Timer
Expansion Slot

AMD Lx800 500MHz
CS5536
U

1 x 2.5" IDE HDD

2 x PS / 2 Connectors

Programmable 1~255 sec
1 x PCI-104

p to 1GB DDR-333
CS5536 IntegratedVGA
Share up to 16MB

Optional CF

Line in, Line Out, MIC-In

Environmental
Operating Temp
Storage Temp

HumidityRelative
Rating
Certification

0
-20°~ 60°C ( -4°~ 140°F )
0%~ 95% (non-condensing)
NEMA4/4X Bezel

°~ 50°C ( 32°~ 122°F )

UL508 NRAQ Programmable Controller

28W
96 BTU/hr

24VDC/1.5A, 100~240VAC/47~63Hz

Front Bezel
NEMA 4
NEMA 4X

Panel Mount
5.3 lbs /
9.7 x 7.5 x 3.1 inch / 246.38 x 190.5 x 78.74 mm
8.81 x 6.66 inch / 223.75 x 169.14 mm

2.41 kg

Fanless Industrial Panel Display Computers
ARP-3608AP Series

Fanless3x RS-232 3 x USB 2.0

1
2
3
4
5
6
7

=RS-232/422/485
=CF Type II Slot
=USB 2.0
=Ethernet Ports
=PS/2KB/MS
=VGA Port
=PCI-104

9.7 inch.
246.38 mm

7.5 inch
190.5 mm

8.81 inch
223.75 mm

6.6 6inch
169.14 mm

3.1inch
78.74 mm

ARP 3600 Series

Black Powder Coated
Stainless Steel

BoxPC-140A SpecificationsARP-3608AP Specifications ARP-3608AP Line Drawing
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Features
10.4 inch Active Matrix TFT LCD
5 Wire Resistive Touch Screen
AMD LX 800 Processor
Up to 1 GB DDR-333 SO-DIMM
Compact Flash Type II Socket
2.5! IDE Hard Drive Option
Dual Drives For Data Logging
One PCI 104 Slot
ACP Enabled Version Available

Visual Characteristics

262K
4 : 3
120 / 140
25 ms
0.264 x 0.264
500 : 1
400 nits

° °

Colors
Aspect ratio
Viewing angle
Response time
Pixel Pitch
Contrast ratio
Brightiness

(V/H)
(Typical)

(mm)

LCD Panel
Display size ( Diagonal )
Resolution
Backlight Lifetime

10.4 inch
800 x 600
50,000 hours

Touch Screen
5 Wire Resistive
35 Million Touches
490,000 hours
RS-232
WinCE

Technology
Touch rating
MTBF
Interface
Driver

USB Port
Serial Port
IEEE 1394
LAN
Parallel

I/O Communication

2 x RS-232, 1x RS-232/422/485
3 x USB 2.0

N/A
2 x 10 / 100 mbps
N/A

OS Support
OS Support WinCE

Power/Thermal Specs.
Power Requirement ( Max )
Power Consumption ( Max )
Heat Dissipation

Physical Information
Mounting
Net Weight
Physical Dimension(LxWxH)
Cutout Dimension(LxW)

System
CPU
Chipset
Memory
Display
VRAM
Storage Option
Compact Flash
Keyboard/Mouse
Audio
Watchdog Timer
Expansion Slot

AMD Lx800 500MHz
CS5536
U

1 x 2.5" IDE HDD

2 x PS / 2 Connectors

Programmable 1~255 sec
1 x PCI-104

p to 1GB DDR-333
CS5536 IntegratedVGA
Share up to 16MB

Optional CF

Line in, Line Out, MIC-In

Environmental
Operating Temp
Storage Temp

HumidityRelative
Rating
Certification

0
-20°~ 60°C ( -4°~ 140°F )
0%~ 95% (non-condensing)
NEMA4/4X Bezel

°~ 50°C ( 32°~ 122°F )

UL508 NRAQ Programmable Controller

28W
96 BTU/hr

24VDC/1.5A, 100~240VAC/47~63Hz

Front Bezel
NEMA 4
NEMA 4X

Panel Mount
6.9 lbs /
11.5 x 8.8 x 3.2 inch / 292.1 x 223.52 x 81.28 mm
10.67 x 8.02 inch / 271.02 x 203.71 mm

3.13 kg

Fanless Industrial Panel Display Computers
ARP-3610AP Series

Fanless3x RS-232 3 x USB 2.0

1
2
3
4
5
6
7

=RS-232/422/485
=CF Type II Slot
=USB 2.0
=Ethernet Ports
=PS/2KB/MS
=VGA Port
=PCI-104

11.5 inch.
292.1 mm

8.8 inch
223.52 mm

10.67 inch
271.02 mm

8.02 inch
203.71 mm

3.2 inch
81.28 mm

ARP 3600 Series

Black Powder Coated
Stainless Steel

BoxPC-140A SpecificationsARP-3610AP Specifications ARP-3610AP Line Drawing
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Features
12.1 inch Active Matrix TFT LCD
5 Wire Resistive Touch Screen
AMD LX 800 Processor
Up to 1 GB DDR-333 SO-DIMM
Compact Flash Type II Socket
2.5! IDE Hard Drive Option
Dual Drives For Data Logging
One PCI 104 Slot
ACP Enabled Version Available

Visual Characteristics

262K
4 : 3
110 / 140
35 ms
0.3075 x 0.3075
500 : 1
400 nits

° °

Colors
Aspect ratio
Viewing angle
Response time
Pixel Pitch
Contrast ratio
Brightiness

(V/H)
(Typical)

(mm)

LCD Panel
Display size ( Diagonal )
Resolution
Backlight Lifetime

12.1 inch
800 x 600
50,000 hours

Touch Screen
5 Wire Resistive
35 Million Touches
490,000 hours
RS-232
WinCE

Technology
Touch rating
MTBF
Interface
Driver

USB Port
Serial Port
IEEE 1394
LAN
Parallel

I/O Communication

2 x RS-232, 1x RS-232/422/485
3 x USB 2.0

N/A
2 x 10 / 100 mbps
N/A

OS Support
OS Support WinCE

Power/Thermal Specs.
Power Requirement ( Max )
Power Consumption ( Max )
Heat Dissipation

Physical Information
Mounting
Net Weight
Physical Dimension
Cutout Dimension(LxW)

System
CPU
Chipset
Memory
Display
VRAM
Storage Option
Compact Flash
Keyboard/Mouse
Audio
Watchdog Timer
Expansion Slot

AMD Lx800 500MHz
CS5536
U

1 x 2.5" IDE HDD

2 x PS / 2 Connectors

Programmable 1~255 sec
1 x PCI-104

p to 1GB DDR-333
CS5536 IntegratedVGA
Share up to 16MB

Optional CF

Line in, Line Out, MIC-In

Environmental
Operating Temp
Storage Temp

HumidityRelative
Rating
Certification

0
-20°~ 60°C ( -4°~ 140°F )
0%~ 95% (non-condensing)
NEMA4/4X Bezel

°~ 50°C ( 32°~ 122°F )

UL508 NRAQ Programmable Controller

30W
102 BTU/hr

24VDC/1.5A, 100~240VAC/47~63Hz

Front Bezel
NEMA 4
NEMA 4X

Panel Mount
7.9 lbs /

11.88 x 9.3 inch / 301.752 x 236.22 mm

3.58 kg

Fanless Industrial Panel Display Computers
ARP-3612AP Series

Fanless3x RS-232 3 x USB 2.0

1
2
3
4
5
6
7

=RS-232/422/485
=CF Type II Slot
=USB 2.0
=Ethernet Ports
=PS/2KB/MS
=VGA Port
=PCI-104

12.60inch.
320.04 mm

10.03 inch
254.762 mm

11.88 inch
301.752 mm

9.3 inch
236.22mm

2.725 inch
69.215 mm

12.60x10.03x2.725inch/320.04x254.762x69.215mm(LxWxH)

ARP 3600 Series

Black Powder Coated
Stainless Steel

BoxPC-140A SpecificationsARP-3612AP Specifications ARP-3612AP Line Drawing
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Features
15 inch Active Matrix TFT LCD
5 Wire Resistive Touch Screen
AMD LX 800 Processor
Up to 1 GB DDR-333 SO-DIMM
Compact Flash Type II Socket
2.5! IDE Hard Drive Option
Dual Drives For Data Logging
One PCI 104 Slot
ACP Enabled Version Available

Visual Characteristics

16 million
4 : 3
120 / 130
12 ms
0.297 x 0.297
500 : 1
250 nits

° °

Colors
Aspect ratio
Viewing angle
Response time
Pixel Pitch
Contrast ratio
Brightiness

(V/H)
(Typical)

(mm)

LCD Panel
Display size ( Diagonal )
Resolution
Backlight Lifetime

15 inch
1024 x 768
30,000 hours

Touch Screen
5 Wire Resistive
35 Million Touches
490,000 hours
RS-232
WinCE

Technology
Touch rating
MTBF
Interface
Driver

USB Port
Serial Port
IEEE 1394
LAN
Parallel

I/O Communication

2 x RS-232, 1x RS-232/422/485
3 x USB 2.0

N/A
2 x 10 / 100 mbps
N/A

OS Support
OS Support WinCE

Power/Thermal Specs.
Power Requirement ( Max )
Power Consumption ( Max )
Heat Dissipation

Physical Information
Mounting
Net Weight
Physical Dimension(LxWxH)
Cutout Dimension(LxW)

System
CPU
Chipset
Memory
Display
VRAM
Storage Option
Compact Flash
Keyboard/Mouse
Audio
Watchdog Timer
Expansion Slot

AMD Lx800 500MHz
CS5536
U

1 x 2.5" IDE HDD

2 x PS / 2 Connectors

Programmable 1~255 sec
1 x PCI-104

p to 1GB DDR-333
CS5536 IntegratedVGA
Share up to 16MB

Optional CF

Line in, Line Out, MIC-In

Environmental
Operating Temp
Storage Temp

HumidityRelative
Rating
Certification

0
-20°~ 60°C ( -4°~ 140°F )
0%~ 95% (non-condensing)
NEMA4/4X Bezel

°~ 50°C ( 32°~ 122°F )

UL508 NRAQ Programmable Controller

31W
106 BTU/hr

24VDC/1.5A, 100~240VAC/47~63Hz

Front Bezel
NEMA 4
NEMA 4X

Panel Mount
11 lbs /

13.66 x 11.03 inch / 346.964 x 280.162 mm

4.99 kg

Fanless Industrial Panel Display Computers
ARP-3615AP Series

Fanless3x RS-232 3 x USB 2.0

1
2
3
4
5
6
7

=RS-232/422/485
=CF Type II Slot
=USB 2.0
=Ethernet Ports
=PS/2KB/MS
=VGA Port
=PCI-104

14.51inch.
368.554 mm

11.804 inch
299.822 mm

13.66 inch
346.964 mm

11.03 inch
280.162 mm

2.8 inch
71.12 mm

14.51x11.804x2.8inch/368.554x299.822x71.12mm

ARP 3600 Series

Black Powder Coated
Stainless Steel

BoxPC-140A SpecificationsARP-3615AP Specifications ARP-3615AP Line Drawing

b_10f



ARP-3600 Series Power Supply

Fanless Industrial Panel Display Computers
ARP-3600AP Series

36.02   0.79 inch
915   20 mm

+_

40 REF

C
a

2
4

2

G
reen

P
roduct

1.18   0.20 inch
30   5 mm+_

Model : CA242 (3 feet 24 VDC Input power cord )

+_

+_

0.85inch
21.5mm

1.49inch
37.75mm2.97inch

75.5mm
2.97inch
75.5mm

1.69inch
43mm

72.05+5.91/-0 inch
1830+150/-0 mm 0.79 inch

20mm

1.69inch
43mm

Model: PSA-066A-024 (110~220 VAC Input, 24 VDC Output power supply )

5.12   0.79inch
130   20mm 1.57inch

40mm

1.57inch
40mm

1.38inch
35mm

1.49inch
12.5mm

0.22inch/5.5mm

0.35inch/9mm
0.79inch
20mm

0.39inch
10mm5.75inch

146mm

5.69inch
144.5mm

ARP 3600 Series b_10f



Fanless Industrial Panel Display Computers
ARP-3600AP Series

ARP 3600 Series

Ordering Information ACP EnabledStandard

ARP 3606AP-
LCD Display
Touch Screen
CPU
Memory

6.4 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB

Black Color Bezel

Optional

DC 24V Input

N/A

ARP-3606AP-A00-000

Bezel
Power Supply
ACP Enabled
Storage

Stainless Steel Bezel
Bezel
Power Supply
ACP Enabled
Storage

Black Color Bezel

Optional

110/220VAC Input
N/A

ARP-3606AP-A00-001

Black Color Bezel

DC 24V Input

Yes

N/A

ARP-3606AP-A00-002

Black Color Bezel

N/A

110/220VAC Input

Yes

ARP-3606AP-A00-003

Stainless Steel Bezel

DC 24V Input

Optional

N/A

ARP-3606AP-A00-004

Stainless Steel Bezel

Optional

110/220VAC Input

N/A

ARP-3606AP-A00-005

Stainless Steel Bezel

DC 24V Input

N/A

Yes

ARP-3606AP-A00-006

Stainless Steel Bezel

N/A

110/220VAC Input

Yes

ARP-3606AP-A00-007

Black Color Bezel

ARP 3608AP-
LCD Display
Touch Screen
CPU
Memory

8.4 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB

ARP 3610AP-
LCD Display
Touch Screen
CPU
Memory

10.4 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB

ARP 3612AP-
LCD Display
Touch Screen
CPU
Memory

12.1 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB

ARP 3615AP-
LCD Display
Touch Screen
CPU
Memory

15 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB

Black Color Bezel

Optional

DC 24V Input

N/A

ARP-3608AP-A00-000

Bezel
Power Supply
ACP Enabled
Storage

Stainless Steel Bezel
Bezel
Power Supply
ACP Enabled
Storage

Black Color Bezel

Optional

110/220VAC Input
N/A

ARP-3608AP-A00-001

Black Color Bezel

DC 24V Input

Yes

N/A

ARP-3608AP-A00-002

Black Color Bezel

N/A

110/220VAC Input

Yes

ARP-3608AP-A00-003

Stainless Steel Bezel

DC 24V Input

Optional

N/A

ARP-3608AP-A00-004

Stainless Steel Bezel

Optional

110/220VAC Input

N/A

ARP-3608AP-A00-005

Stainless Steel Bezel

DC 24V Input

N/A

Yes

ARP-3608AP-A00-006

Stainless Steel Bezel

N/A

110/220VAC Input

Yes

ARP-3608AP-A00-007

Black Color Bezel

Black Color Bezel

Optional

DC 24V Input

N/A

ARP-3610AP-A00-000

Bezel
Power Supply
ACP Enabled
Storage

Stainless Steel Bezel
Bezel
Power Supply
ACP Enabled
Storage

Black Color Bezel

Optional

110/220VAC Input
N/A

ARP-3610AP-A00-001

Black Color Bezel

DC 24V Input

Yes

N/A

ARP-3610AP-A00-002

Black Color Bezel

N/A

110/220VAC Input

Yes

ARP-3610AP-A00-003

Stainless Steel Bezel

DC 24V Input

Optional

N/A

ARP-3610AP-A00-004

Stainless Steel Bezel

Optional

110/220VAC Input

N/A

ARP-3610AP-A00-005

Stainless Steel Bezel

DC 24V Input

N/A

Yes

ARP-3610AP-A00-006

Stainless Steel Bezel

N/A

110/220VAC Input

Yes

ARP-3610AP-A00-007

Black Color Bezel

Black Color Bezel

Optional

DC 24V Input

N/A

ARP-3612AP-A00-000

Bezel
Power Supply
ACP Enabled
Storage

Stainless Steel Bezel
Bezel
Power Supply
ACP Enabled
Storage

Black Color Bezel

Optional

110/220VAC Input
N/A

ARP-3612AP-A00-001

Black Color Bezel

DC 24V Input

Yes

N/A

ARP-3612AP-A00-002

Black Color Bezel

N/A

110/220VAC Input

Yes

ARP-3612AP-A00-003

Stainless Steel Bezel

DC 24V Input

Optional

N/A

ARP-3612AP-A00-004

Stainless Steel Bezel

Optional

110/220VAC Input

N/A

ARP-3612AP-A00-005

Stainless Steel Bezel

DC 24V Input

N/A

Yes

ARP-3612AP-A00-006

Stainless Steel Bezel

N/A

110/220VAC Input

Yes

ARP-3612AP-A00-007

Black Color Bezel

Black Color Bezel

Optional

DC 24V Input

N/A

ARP-3615AP-A00-000

Bezel
Power Supply
ACP Enabled
Storage

Stainless Steel Bezel
Bezel
Power Supply
ACP Enabled
Storage

Black Color Bezel

Optional

110/220VAC Input
N/A

ARP-3615AP-A00-001

Black Color Bezel

DC 24V Input

Yes

N/A

ARP-3615AP-A00-002

Black Color Bezel

N/A

110/220VAC Input

Yes

ARP-3615AP-A00-003

Stainless Steel Bezel

DC 24V Input

Optional

N/A

ARP-3615AP-A00-004

Stainless Steel Bezel

Optional

110/220VAC Input

N/A

ARP-3615AP-A00-005

Stainless Steel Bezel

DC 24V Input

N/A

Yes

ARP-3615AP-A00-006

Stainless Steel Bezel

N/A

110/220VAC Input

Yes

ARP-3615AP-A00-007

Black Color Bezel

b_10f



Accessories Options

C E 5 0 :

C A 2 4 2 :

P S A - 0 6 6 A - 0 2 4 :

DescriptionAccessories

Windows CE 5.0 Operating System

3 feet 24VDC Input power cord

66WAC PowerAdaptor110 ~ 220VAC Input, 24VDC Output

ARP 3600 Series b_10f

Ordering Information ( Powered by Wonderware )

ARP 3606AP-
LCD Display
Touch Screen
CPU
Memory
Storage
Operating System

6.4 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB
512MB CF
Win CE 5.0

Black Color Bezel
DC 24V Input

ARP-3606AP-A00-W00

Bezel
Power Supply

Stainless Steel Bezel

Bezel
Power Supply

Black Color Bezel
110/220VAC Input

ARP-3606AP-A00-W001

Stainless Steel Bezel
DC 24V Input

ARP-3606AP-A00-W04

Stainless Steel Bezel
110/220VAC Input

ARP-3606AP-A00-W05

Black Color Bezel

ARP 3608AP-
LCD Display
Touch Screen
CPU
Memory
Storage
Operating System

8.4 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB
512MB CF
Win CE 5.0

Black Color Bezel
DC 24V Input

ARP-3608AP-A00-W00

Bezel
Power Supply

Stainless Steel Bezel

Bezel
Power Supply

Black Color Bezel
110/220VAC Input

ARP-3608AP-A00-W01

Stainless Steel Bezel
DC 24V Input

ARP-3608AP-A00-W04

Stainless Steel Bezel
110/220VAC Input

ARP-3608AP-A00-W05

Black Color Bezel

ARP 3610AP-
LCD Display
Touch Screen
CPU
Memory
Storage
Operating System

10.4 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB
512MB CF
Win CE 5.0

Black Color Bezel
DC 24V Input

ARP-3610AP-A00-W00

Bezel
Power Supply

Stainless Steel Bezel

Bezel
Power Supply

Black Color Bezel
110/220VAC Input

ARP-3610AP-A00-W01

Stainless Steel Bezel
DC 24V Input

ARP-3610AP-A00-W04

Stainless Steel Bezel
110/220VAC Input

ARP-3610AP-A00-W05

Black Color Bezel

ARP 3612AP-
LCD Display
Touch Screen
CPU
Memory
Storage
Operating System

12.1 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB
512MB CF
Win CE 5.0

Black Color Bezel
DC 24V Input

ARP-3612AP-A00-W00

Bezel
Power Supply

Stainless Steel Bezel

Bezel
Power Supply

Black Color Bezel
110/220VAC Input

ARP-3612AP-A00-W01

Stainless Steel Bezel
DC 24V Input

ARP-3612AP-A00-W04

Stainless Steel Bezel
110/220VAC Input

ARP-3612AP-A00-W05

Black Color Bezel

ARP 3615AP-
LCD Display
Touch Screen
CPU
Memory
Storage
Operating System

15 inch LCD
5-Wire
AMD 500MHz LX-800
1 GB
512MB CF
Win CE 5.0

Black Color Bezel
DC 24V Input

ARP-3615AP-A00-W00

Bezel
Power Supply

Stainless Steel Bezel

Bezel
Power Supply

Black Color Bezel
110/220VAC Input

ARP-3615AP-A00-W01

Stainless Steel Bezel
DC 24V Input

ARP-3615AP-A00-W04

Stainless Steel Bezel
110/220VAC Input

ARP-3615AP-A00-W05

Black Color Bezel

Fanless Industrial Panel Display Computers
ARP-3600AP Series


