Connecting to keyboard or mouse
7RFRQWUROWKH+'0,VLJQDOVRXUFHVRXWSXWVIURPDFRPSXWHUE\WKH86%NH\ERDUGDQG
mouse, first the MVD-105 Multi-View Controller need be connected to a computer for
keyboard/ mouse control signal inputs ( see Figure 1).
Connecting to a computer: Connect one end of the USB cable to the USB HOST port of
the MVD-105 Multi-View Controller. Connect the other end of the USB cable to the USB
port of a computer.
Connecting to keyboard or mouse: Simply insert a USB keyboard or mouse to the USB
device connector of the MVD-105 Multi-View Controller(see Figure 2).

MVD-105 Multi-View Controller
Arista 7824A-C01 MicroBox
computer(not supplied)

Figure 1
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Mouse
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Extra connections
MVD-105 features RS-232 and RJ-45 LAN port, these connectors make
communication with the computer easier. Computer can directly control MVD105 through software and control lines of RS-232 port can be manipulated by the
software.
Connecting to RS-232 port /RJ-45 LAN Port: As shown in the figure below,
connect one end of the RS-232 cable or LAN cable to the RS-232 port or LAN
port of the MVD-105 Multi-View Controller. Connect the other end of the RS-232
cable or LAN cable to the RS-232 port/LAN port of a computer.
MVD-105 Multi-View Controller
Arista 7824A-C01 MicroBox
computer( not supplied)

LAN port

RS-232 port

RS-232 port

LAN port

RS-232 cable (not supplied)
LAN cable (not supplied)
Connecting to a speaker: Connect one end of the audio data cable to the AUDIO
OUT connector of the MVD-105 Multi-View Controller. Connect the other end of the
audio data cable to the Audio Line-in connector of a speaker.
MVD-105 Multi-View Controller
Speaker(not supplied)

AUDIO Line-In
connector

AUDIO OUT
connector
Audio data cable (not supplied)
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Connecting the power supply
Connecting the power supply: Connect one end of the DC power cable to the AC
power input jack(AC-IN 100~240V) of the MVD-105 Multi-View Controller, and connect
the other end of AC power cable to an AC outlet.

MVD-105 Multi-View Controller

AC outlet
AC power input jack

AC power cable
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Checking connectivity for the MVD-105
Turning on the MVD-105 Multi-View controller
 Make sure all cables are connected correctly.
 Make sure the power cable is connected correctly, and the power button at the rear of
the MVD-105 is switched to “ON”.

Disaplay

MVD-105
Power supply

MVD108 control box

Signal input sources
(PCs, DVD players etc.)

 If you want to use the touch screen function or keyboard/mouse, please make sure your
USB cable is connected correctly.
 To turn the unit on:
devices.

1. Turn on your connected display, computer or other video

2. Press the power button on the Remote Control or 6FUHHQ2Q2ႇEXWWRQ

on the MVD108 control box to turn on the MVD-105.

7XUQLQJRႇWKH09'0XOWL9LHZFRQWUROOHU
3UHVVWKH6FUHHQ2Q2ႇEXWWRQ on the MVD108 control box or press the Power button
RQWKH5HPRWH&RQWUROWRWXUQRႇWKH09'
,IWKH0XOWL9LHZ&RQWUROOHULVQRWJRLQJWREHXVHGIRUDQH[WHQGHGSHULRGRIWLPHSUHVV
the Power buttonRQWKHUHDURIWKH09'WRWXUQRႇWKH0XOWL9LHZ&RQWUROOHUDQG
disconnect the power cord from the AC outlet.
Warning! Make sure your Multi-View Controller is grounded at all times. Also
make sure that it is on the same ground as any other equipment connected to its
communications ports.
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